





Technical Information

CPU Support
Intel® Core 2 Duo (Socket P, Penryn Core)
Chipset
Intel® GM45 +ICHOM
Memory
2x DDR2 667/800 SO-DIMM Socket, up to 4GB
BIOS
AMI PnP 4Mb Flash
Display
Intel® GMA 4500MHD supports DirectX 10 and Shader Model 4.0
18/24-bit dual-channel LVDS
2x HDMI
1x VGA

LAN
3x RJ-45, Gigabit Ethernet (2x Intel® 82574 + 1x Intel® 82567)

Audio

Intel® HD Audio Codec, supports Line-in, Line-out & Microphone

(VIA 1708B)

Speak-out with AMP.2x 2W
Peripheral Support

1x CompactFlash socket

4x SATA 3Gb/s

6x COMs with Power Selection

12x USB 2.0

1x Parallel port (Box Header)

1x PS/2 Keyboard connector

1x PS/2 Mouse connector

4x DI/DO

KEMX-4030 Rear I/O

TPM
TPM 1.2

KEMX-4030

Power Connector

ATX-24P + ATX-4P

Expansion
1x PCle x4 slot,

1x PCle x16 slot (Option)

Watchdog Timer

1-255 step, can be set with software on Super I/0

Hardware Monitor

Operating voltage, CPU temperature and fan speed

Dimensions

Mini-ITX (170 x 170 mm)

Environmental Factors

Operation Temp: 0°C - 60°C
Storage Temp.:-10°C - 85°C
Humidity: 0% - 90%

Certifications
CE,FCCClass A

“e Ordering Information

Description

KEMX-4030 Industrial Motherboard in Mini-ITX form factor with GM45/ ICHOM

5F,No.415, Ti-Ding Blvd. Sec. 2, NeiHu District, Taipei, Taiwan 114
T +886-2-2799-2789 F +886-2-2799-7399  sales@quanmax.com

www.quanmax.com

Quanmax





